
ADS75 two-wing
ALU THERMO
Doors

Extruded aluminium profiles with thermal break

Structural depth of frame 75 mm

Structural depth of panel 75 mm

EPDM seals (DIN 6873)

Glass thickness up to 55 mm

Lock with European cylinder

Installation on any panel thickness through adap-

table counterframe systems

Technical specifications

Options

Coating in RAL 
colours

Door with sandwich 
insulation panel

Security and/or 
electric lock

Panic 
exit bar

Door closer arm Shatterproof glass Protection and/or 
ventilation grating Door closer arm

Installation on any thickness of 
panel through adaptable 
counterframe systems.i

Single-wing door system with part 
fixed in thermal break aluminium, 
with handle locking system. 

Simply 
smart system.!

Opening systems

*Values depend on the configuration of the frame.

Certifications

CE marking
in accordance with EN 14351-1

Performance*
Thermal Insulation
up to Ud = 1.6 W/m²K- UG = 1 in accor-
dance with EN 10077-1

Air permeability
Class 2 
in accordance with EN 12207

Watertight seal
Class 3A 
in accordance with EN 12208

Wind load resistance
Class C2 
in accordance with EN 12211

Shatter-proof
up to RC2 (WK2) 
according to DIN EN 1627
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